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Environmental Protection Agency § 63.5340 

(2) If the value of the compliance 
ratio is greater than 1.00, your affected 
source was deviating from compliance 
with the applicable HAP emission lim-
its of this subpart for the previous 
month. 

§ 63.5335 How do I determine the ac-
tual HAP loss? 

(a) This section describes the infor-
mation and procedures you must use to 
determine the actual HAP loss from 
your leather finishing operation. By 
the fifteenth of each month, you must 
determine the actual HAP loss in 
pounds from your leather finishing op-
eration for the previous month. 

(b) Use a finish inventory log to 
record the pounds of each type of finish 
applied for each leather product proc-
ess operation and the mass fraction of 
HAP in each applied finish. Figure 1 of 
this subpart shows an example log for 
recording the minimum information 
necessary to determine your finish 
usage and HAP loss. The finish inven-
tory log must contain, at a minimum, 
the information for each type of finish 
applied listed in paragraphs (b)(1) 
through (7) of this section: 

(1) Finish type. 
(2) Pounds (or density and volume) of 

each finish applied to the leather. 
(3) Mass fraction of HAP in each ap-

plied finish. 
(4) Date of the recorded entry. 
(5) Time of the recorded entry. 
(6) Name of the person recording the 

entry. 
(7) Product process operation type. 
(c) To determine the pounds of HAP 

loss for the previous month, you must 
first determine the pounds of HAP loss 
from each finish application according 
to paragraph (c)(1) or (2) of this sec-
tion. 

(1) For facilities not using add-on 
emission control devices, the entire 
HAP content of the finishes are as-
sumed to be released to the environ-
ment. Using the finish inventory log, 
multiply the pounds of each recorded 
finish usage by the corresponding mass 
fraction of HAP in the finish. The re-
sult is the HAP loss in pounds from 
each finish application. Sum the 
pounds of HAP loss from all finish ap-
plications recorded during the previous 
month to determine the total monthly 

HAP loss in pounds from your finishing 
operation. 

(2) For facilities using add-on emis-
sion control devices, the finish inven-
tory log and the emission reduction ef-
ficiency of the add-on capture and con-
trol devices can be used to determine 
the net HAP loss in pounds. The emis-
sion reduction efficiency for a control 
device must be determined from a per-
formance test conducted in accordance 
with §§ 63.5375 and 63.5380. Using the fin-
ish inventory log, multiply the pounds 
of each recorded finish usage by the 
corresponding mass fraction of HAP in 
the finish. The result is the gross HAP 
loss in pounds from each finish applica-
tion prior to the add-on control device. 
Multiply the gross HAP loss by the per-
cent emission reduction achieved by 
the add-on control device and then sub-
tract this amount from the gross HAP 
loss. The result is the net HAP loss in 
pounds from each finish application. 
Sum the pounds of net HAP loss from 
all finish applications recorded during 
the previous month to determine the 
total monthly net HAP loss in pounds 
from your finishing operation. 

(d) After collecting HAP loss data for 
12 months, you must also determine by 
the fifteenth of each month the annual 
HAP loss in pounds by summing the 
monthly HAP losses for the previous 12 
months. The annual HAP loss is the 
‘‘actual HAP loss,’’ which is used in 
Equation 1 of § 63.5330 to calculate your 
compliance ratio, as described in 
§ 63.5330. 

§ 63.5340 How do I determine the al-
lowable HAP loss? 

(a) By the fifteenth of each month, 
you must determine the allowable HAP 
loss in pounds from your leather fin-
ishing operation for the previous 
month. 

(b) To determine the allowable HAP 
loss for your leather finishing oper-
ation, you must select the appropriate 
HAP emission limit, expressed in 
pounds of HAP loss per 1,000 square feet 
of leather processed, from Table 1 of 
this subpart, for each type of leather 
product process operation performed 
during the previous 12 months. Under 
the appropriate existing or new source 
column, select the HAP emission limit 
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